TYPE 8483 MOLESOURCE™" KIT

8481 200W MoleSource
82833 200W Electronic Ballast
58119 Moleded Case

MSR200HR 200 Watt Globe
SIZE: 15" x 201/2" x 91/2"
WEIGHT: 13 Ibs.

Optional Accessory:
82852 Head Extension Cable—15 ft.
84830 MoleSource Adapter

TYPE 8481 200 WATT MOLESOURCE™
Using 200 Watt, MSR200HR 5600°K HMI Lamp.

Distance Light Intensity Field Diameter

Feet F.C. FT.
19° 200W

30 530 9.0

50 190 15.0
26° 200W

20 830 8.8

40 208 17.6
36° 200W

10 1840 6.1

30 204 18.3
50° 200W

10 1200 9.0

30 133 27.0

TYPE 8491 400 WATT MOLESOURCE™
Using 400 Watt, MSR400HR 5600°K HMI Lamp.

TYPE 84921 MOLESOURCE™ KIT Distance Light Intensity Field Diameter
8491 400W MoleSource Feet Fe T
82926 400W Electronic Ballast 19 400w
58119 Moleded Case 30 m 9.0
MSR400HR 400 Watt Globe 50 256 15.0
SIZE: 15" x 201/2" x 91/2" 26° 400W
WEIGHT: 16 lbs 20 990 8.8
Optional Accessory: 40 248 176
82956 Head Extension Cable—15 ft 36° 2000
84830 MoleSource Adapter
10 2000 6.1
30 278 18.3
50° 400W
10 1280 9.0
30 142 27.0

TYPE 8484 MOLESOURCE™ KIT

8481 200W MoleSource

82833 200W Electronic Ballast
58120 Moleded Case

MSR200HR 200 Watt Globe

84840 Clear Glass

84841 Frosted Glass

FVWD2M  Lightbank Whitedome Medium
82852 Head Extension Cable—15 ft
84830 MoleSource Adapter

SIZE: 32" x 14" x 91/4"

WEIGHT: 23

TYPE 84927 MOLESOURCE™ KIT

8491 400W MoleSource

82926 400W Electronic Ballast
58120 Moleded Case

MSR400HR 400 Watt Globe

84840 Clear Glass

84841 Frosted Glass

FVWD2M  Lightbank Whitedome Medium
82956 Head Extension Cable—15 ft
84830 MoleSource Adapter

SIZE: 32" x 14" x 91/4"

WEIGHT: 26

TYPE 8481 200 WATT MOLESOURCE™
Using 200 Watt, MSR200HR 5600°K HMI Lamp.

Photo Flex Small Photo Flex Medium

Distance — -
Feet |Lightintensity| Beam Dia. |LightIntensity | Beam Dia.
FC Feet FC Feet
5 51 8 28 8
8 20 13 11 13
10 13 16 7 16
12 9 19 5 19

*Light tapers smoothly at edge of field. Diameter listed are flat area diameters at
which the intensities are approximately 50% of tabulated intensities at beam
center.

TYPE 8491 400 WATT MOLESOURCE™

Using 400 Watt, MSR400HR 5600°K HMI Lamp.
. Photo Flex Small

Distance

Feet Light Intensity | Beam Dia. | Light Intensity | Beam Dia.
FC Feet FC Feet

Photo Flex Medium

5 93 8 51 8
8 36 13 20 13
10 23 16 13 16
12 16 19 9 19

*Light tapers smoothly at edge of field. Diameter listed are flat area diameters at
which the intensities are approximately 50% of tabulated intensities at beam
center.
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